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CORRECTI VE ACTI ON DECI S| ON RECORD O DECI SI ON
DECLARATI ON

SI TE NAME AND LOCATI ON
Rocky Fl ats Environnental Technology Site, Qperable Unit 1:881 Hllside Area, Jefferson
County, Col orado

STATEMENT OF BASI S AND PURPCSE

Thi s deci si on docunment presents the selected renedial action/corrective action for the
Rocky Fl ats Environnental Technol ogy Site (Rocky Flats) Qperable Unit(QU)1:881

H |lside Area, |ocated near Gol den, Col orado. The selected renedial action was chosen in
accordance with the Conprehensive Environnental Response Conpensation and Liability

Act (CERCLA) of 1980, as anended by the Superfund Anendnents and Reaut hori zation

Act (SARA) of 1986, the Col orado Hazardous Waste Act (CHWA) and to the extent

practicable, the National G| and Hazardous Substances Pollution Contingency Pl an

(NCP). The Resource Conservation and Recovery Act (RCRA) is adm nistered through

the CHWA by the Col orado Departnent of Public Health and Environnment (COPHE). QU

1 was investigated and a renedial action was selected in conpliance with the Federa
Facility Agreenent and Consent Order-Interagency Agreenent(lAGsigned by the U S
Department of Energy(DOCE), the State of Colorado, and the U S. Environnenta

Protecti on Agency(EPA)on January 22, 1991. The selected renedial action is also
consistent with the Federal Facility Agreenent and Consent Order - Rocky Flats d eanup
Agr eenent (RFCA) si gned by DCE, the State of Colorado and EPA on July 19, 1996

RFCA is now the governing cleanup agreenent for Rocky Flats, and the sel ected renedy

for QU1 will be inplenented in accordance with RFCA. The renedi al action selectionis
based on the admnistrative record file for QU 1, and the State of Col orado concurs on the
sel ected renedy.

ASSESSMENT OF THE SI TE

Actual or threatened rel eases of hazardous substances fromthis site, if not addressed by
i mpl enenting the response action selected in this Corrective Action Decision/Record of
Deci sion (CADY ROD), nay present a future threat to public health, welfare, or the

envi ronment .

DESCRI PTI ON OF THE SELECTED REMEDY

QU 1:881 Hillside Area is one of sixteen geographically defined QUs at Rocky Flats that
are identified in the | AG RFCA consolidates these sixteen operable units into a fewer
nunber, but QU 1 remains as a separate operable unit due to the fact that it is farther
along in the admnistrative process and is nearing conpletion. QU 1 is conposed of eleven
I ndi vi dual Hazardous Substance Sites (IHSSs). The selected renmedy presented, in this

CADY ROD i ncl udes three primary conponents

1. This action addresses the principal threat posed by QU 1 by excavati ng subsurface so
contam nation at IHSS 119.1, a forner drumand scrap netal storage area, thereby
renmovi ng the current source of groundwater contam nation. The najor conponents of
the selected renmedial action at IHSS 119.1 (Soil Excavation and G oundwat er
Punpi ng) i ncl ude:

. Excavati on of approxi mately one thousand to two thousand cubic yards of
contam nat ed subsurface soils at |IHSS 119. 1;

. Extraction and then ultraviol et/ hydrogen peroxide and i on-exchange treatnent of
contam nated groundwater fromthe excavati on; and

. Either thermal treatnent and replacenent of excavated soil into the origina
excavation, disposal of excavated soil in an on-site waste disposal cell, or
of f-site disposal of excavated soil

2. Institutional controls will bd maintained throughout the QU 1 area in a nanner
consistent with RFCA, the Rocky Flats Vision, and the Action Levels and Standards
Framework (ALF) (Attachnment 5 to RFCA). These docunents recogni ze that the
reasonably foreseeable future land use for the QU 1 area is restricted open space.



The institutional controls will ensure that the restricted open space land use is
mai ntained for the QU 1 area and that donestic use of groundwater within the QU 1
area is prevented. If the reasonably foreseeable future land use for the QU 1 area
changes when final sitew de |and use decisions are nade, this remedy will be

reexam ned to ensure protection of human health and the environnent. The specific
mechani sns (for exanple, deed restrictions) to ensure the inplenentati on and
continuity of the necessary institutional controls have not been included in this
CAD) ROD. Currently, these mechani sns am envi sioned to be placed in the Final
Sitewide CADY ROD or in this CADROD during one of the five-year reviews of this
docunment. However, should the Final CAD ROD not occur or not include these
institutional control mechanisns, this QU1 CADDRCD will be revised to include them
if it does not already include themas a result of a five-year review. The
institutional controls can al so be renoved at one of the above tines, if it is deened
appropriate to do so by the parties.

3. Because of the groundwater and | and use controls, the | ow anobunts of contami nation in
QU 1 outside of IHSS 119.1, and the low levels of risk associated with the
contamnation, no renedial action will be taken at the remaining ten IHSSs in QU 1.

Any surface soil contamination at QU 1 will be addressed jointly with surface soil
contam nation at the 903 Pad, Mound and East Trenches area (fornerly QU 2).

STATUTORY DETERM NATI ONS

The selected remedy for QU 1 satisfies the statutory requirenents of CERCLA Section

121. The selected renedy is protective of human health and the environment, conplies

with Federal and State requirenents that are legally applicable or relevant and appropriate
to the renedial action, and is cost-effective. This remedy utilizes pernmanent sol utions and
alternative treatnment technol ogies to the nmaxi mum extent practicable and satisfies the
statutory preference for renedies that enploy treatnent that reduces toxicity, nobility, or
volunme as a principal elenent. Because this renmedy will result in hazardous substances
remaining in groundwater, a review will be conducted within five years after

comencenent of the renedial action to ensure that the renedy continues to provide
adequat e protection of human health and the environnent.

<I M5 SRC 97195A>
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DECI SI ON SUMVARY
S| TE NAME, LOCATI ON AND DESCRI PTI ON

The Rocky Flats Environnental Technology Site is |ocated approxi mately sixteen mles

nort hwest of downtown Denver, in northern Jefferson County, Colorado. A copy of a site
location map is attached (Figure 1). Mst Rocky Flats structures are located within the
industrialized area of Rocky Flats, which occupies approxi mately four hundred acres and is
surrounded by a buffer zone of approximately 6,150 acres. QU 1 is |ocated adjacent to and
on the south side of the Rocky Flats industrial area, on the hillside south and east of

Bui | ding 881 and north of Wnan Creek (Figure 2).

Ceol ogi cal Setting

Rocky Flats is located al ong the eastern edge of the southern Rocky Muntain region,

i medi ately east of the Colorado Front Range. The site is |located on a broad, eastward-
sl oping pedinent that is capped by alluvial deposits of Quaternary age(i.e., Rocky Flats
Al luvium). The tops of alluvial-covered pedinents are nearly flat but slope eastward at
fifty to two hundred feet per mle. At Rocky Flats, the alluvial-covered pedinent surface
is dissected by a series of east-northeast trendi ng streamcut valleys. The bases of the
val I eys containi ng Rock Creek, North and South Wal nut Creeks, and Wnan Creek lie fifty to
two hundred feet bel ow the el evation of the ol der pedi nent surface. These valleys incise
into the bedrock underlying alluvial deposits, but npbst bedrock is conceal ed beneath
colluvial material accunulated along the gentle valley slopes. The highest point in the
imediate vicinity of QU 1 is Building 881, which is approxi mately six thousand feet above
nmean sea level. The lowest point is at Wnman O eek, about 5,830 feet above nean sea | evel.

Sur face \Water

Rock Creek, North and South Wl nut Creeks, and Wman Oreek are intermttent streans
that flow generally fromwest to east at Rocky Flats. Surface water within Wnan Creek,
which flows along the base of the Building 881 hillside south of QU 1, and which is not
diverted to Mower Reservoir flows into Wnan O eek Reservoir, which is part of the
Standl ey Lake Protection Project. The water in Wnan Creek Reservoir is detained and
then punped to Wl nut O eek drai nage downstream of Great Western Reservoir. The

South Interceptor Ditch (SID) crosses QU 1 between the security area and Wnan O eek.

Land Use

Land use within ten mles of Rocky Flats includes residential, comercial, industrial, parks
and open space, agricultural and vacant, and institutional classifications. Mst residential
use within five mles of Rocky Flats is |ocated northeast, cast and southeast of Rocky
Flats. Commercial devel opnent is concentrated near residential devel opnents north and

sout hwest of Standl ey Lake and around Jefferson County Airport, |ocated approxinately

three mles northeast of Rocky Flats. Industrial land use within five mles of the siteis
primarily quarrying and mning operations. Natural resources associated with the
quarrying and mning activities include sand, gnvel and coal. Irrigated and non-irrigated

cropl ands, producing prinarily wheat and barley, are |located north and northeast of Rocky
Flats and in scattered parcels adjacent to the east boundary of the site. Several horse
operations and snmall hay fields are |located south of Rocky Flats. Mich of the vacant |and
adj acent to Rocky Flats is rangel and.

(O UIN1

QU 1 is conposed of eleven | HSSs, which are specific |ocations where solid wastes,

hazar dous substances, pollutants, contam nants, hazardous wastes, or hazardous
constituents may have been di sposed or released to the environnent within the Rocky Flats
site at any tine. Figure 2 shows the |locations of these |HSSs and a description of each
IHSS is provided in Table 1.

SI TE H STORY AND ENFCRCEMENT ACTI VI TI ES

Rocky Flats is a governnent-owned, contractor operated facility that is part of the
nati onwi de nucl ear weapons conplex. The site was operated for the U S. Atom c Energy
Commi ssion (AEC) fromits inception during 1951 until the AEC was dissolved in 1975.
Responsibility for Rocky Flats was then assigned to the Energy Research and Devel opnent



Admi ni stration (ERDA), which was succeeded by DCE in 1977. Until 1992 operations at

Rocky Fl ats consisted of fabrication of nuclear weapons conponents from pl utoni um

uranium stainless steel and beryllium Building 881, which is adjacent to QU 1, was used
for enriched urani umoperations and stainless steel manufacturing. The |laboratories in
Bui | ding 881 al so perforned anal yses of the nmaterials generated in production. Parts nade
at the plant were shipped el sewhere for assenbly. Support activities at Rocky Flats

i ncl uded chem cal recovery and purification of recyclable transuranic radionuclides and
research and devel opnment in netallurgy, machining, nondestructive testing, coatings,
renot e engi neering, chem stry and physics. These activities resulted in the generation of
radi oactive, hazardous and m xed wastes. n-site storage and di sposal of these wastes has
contributed to hazardous and radi oactive contami nation in soils, surface water and
groundwater. Oiginally the site was nanmed the Rocky Flats Plant, but in 1994 it was
renamed the Rocky Flats Environnmental Technology Site to better reflect its new m ssion of
environnental restoration and the advancenent of new and i nnovative technol ogi es for

wast e managenent, characterization and renedi ation

On January 22, 1991, a Federal Facifity Agreenment and Consent Order (i.e., the |AG was
signed by DCE, EPA and the State of Colorado. Wthin the | AG el even | HSSs were
assigned to QU 1. 102, 103, 104, 105.1, 105.2, 106, 107, 119.1, 119.2, 130 and 145

(see Table 1 for a description of these |HSSs and Figure 2 for the |ocation of each MsS
within QU 1). The I AG provi ded gui dance and direction for investigating the QU 1
IHSSs. As per the IAG draft and final Wrk Plans and a draft and final RCRA Facility
I nvestigation/ Renmedi al Investigation (RFI/R) report were prepared and submitted to the
regul atory agencies. The RFMreport for QU 1 was prepared for submttal of
docunentati on and data necessary to determine if the risk fromthe QU 1 IHSSs warrants
the need for renedial action.

During 1992, as an interimaction, a French Drain was constructed across a portion of QU
1 to protect Wnan Creek from contani nated groundwater present in QU 1. The French
Drain, along with an extraction well, collects contam nated groundwater noving towards
Wonman Creek. The collected groundwater is transported to an ultraviol etthydrogen

per oxi de and i on-exchange water treatnent systemlocated in Building 89 1. In addition
during 1994, plutoniumcontam nated surface soil "hot spots" that were located in | HSSs
119.1 and 119.2 were renoved from QU 1. This hot spot renoval was conducted under

an Accel erated Response Action per the | AG

The Proposed Plan and Draft Modification of the Rocky Hats RCRA Pernit for QU 1

(Proposed Plan) was prepared and rel eased for public comment in May 1996 pursuant to

the 1AG and consistent with the draft RFCA. On July 19, 1996, DCE, EPA and the State

of Col orado signed the final RFCA, which has replaced the | AGto becone the governing

cl eanup agreenent for Rocky Flats. Pursuant to the "Operable Unit Consolidation Plan" in
RFCA, QU 1 will continue through the CAD ROD process with EPA as the | ead regul atory
agency.

H GHLI GHTS OF COWLUNI TY PARTI Cl PATI ON

The first Final Phase Il RFI/R report for QU 1 was submtted to EPA and CDPHE in
Novenber 1993 and the Revised Final Phase Il RFI/R report was subnitted in June

1994. The Proposed Plan for QU 1 was released to the public in May 1996, and was nade
available in both the admnistrative record and in infornmation repositories naintained at
Front Range Conmunity Coll ege, the EPA Superfund Records Center, CDPHE, the

Standl ey Lake Library and the Gtizens Advisory Board. The notice of availability for this
docunent was published in the Rocky Mountain News on May 13, 1996. A public

coment period on the Proposed Plan was held fromMy 13 to July 12, 1996. A public
hearing was held on June 19, 1996. At this hearing, representatives from DCE gave a
presentation that summari zed the contamnation and risks at QU 1, as well as the preferred
renedial alternative for QU 1. DCE also responded to questions about QU 1. In addition
public comrents on the Proposed Plan and Draft Permit Modification were received and
recorded during the public hearing. This record, as well as responses to the witten
coments received during the public comrent period, is included in the Responsiveness
Summary, which is part of this CADYROD. This decision docunent presents the selected
renmedi al action for QU 1: 881 H Ilside Area at Rocky Flats, chosen in accordance with
CERCLA, as anended by SARA and to the extent practicable, the NCP. The decision for



QU 1 is based on the adm nistrative record.
SCOPE AND ROLE OF QU 1

Because of the conplexity of the Rocky Flats site, the site was divided into sixteen
geographically defined O in the |AG CAD RODs have al ready been finalized and

signed for three of these QUs (QU 11, QU 15 and QU 16). 1In all three cases a No Action
deci sion was determned to be appropriate. Al though nany of the remaining thirteen QUs
have been consolidated in RFCA, QU 1 remains as an individual operable unit. The

sel ected renedial action presented in this CAD ROD i ncl udes addressing subsurface soil
contamnation at IHSS 119.1, a forner drumand scrap netal storage area. This action
addresses the principal threat posed by QU 1 by excavating contam nati on sources in
subsurface soils, thereby renoving the current source of groundwater contanination, and
by extracting and treating contam nated groundwater contained at IHSS 119.1. Based on
the results of the final RFI/R, DCE has determned that the remaining IHSSs within QU 1
are already in a protective state with regard to human health and the environment. Thus, no
further action relative to these remaining IHSSs will be taken. Any surface soi
contamnation at QU 1 will be addressed jointly with surface soil contam nation at the 903
Pad, Mound and East Trenches area (fornerly QU 2, which has been consolidated into the
Buffer Zone QU in RFCA). Any additional groundwater associated with QU 1 will be
managed consistent with the Integrated Water Managenment Plan. Surface water and
suspended sedinents traiisported fromQUJ 1 have historically flowed i nto Wnan Creek or
the South Interceptor Ditch (SID). Since Wnan Creek and the SID are being eval uated as
part of QU 5: Wnan Ceek Priority Drai nage, surface water and associ ated sedi ments
originating fromQU 1 will be addressed as part of QU 5.

SUMVARY OF SI TE CHARACTERI STI CS

Ceol ogy
Ceol ogic units present at the 881 HIllside Area include the Rocky Flats Alluviumat the top
of the hillside, colluviumand artificial fill along central portions of the hillside, and

Wnman Creek Valley Alluviumat the base. These thin (three to eighteen feet) Quaternary age
surficial units are underlain by thick (six hundred to eight hundred feet) Cretaceous

cl aystones, siltstones and sandstones of the Laram e Formation. The uppernost portion of
the Laram e Formation is disturbed as a result of slunping on the hillside and al so contains
nunerous fractures prinmarily due to weathering. This portion of the Laramie Formation is
often referred to as the weathered claystone and may be up to twenty-five feet thick in sone
ar eas.

Surface Features/ Surface Water Hydrol ogy

Several erosional and depositional processes have conbined to produce gently rolling to
noderately steep slopes on the 881 Hllside. The terrain has been recontoured in severa
areas at various tinmes during the construction of Building 881, the placenent of fill and
waste materials in several IHSSs, road grading, and the construction of the SID and French
Dr ai n.

Surface water primarily occurs at QU 1 followi ng precipitation and snow nelt events after
the soils have becone saturated due to infiltration. Surface runoff generally flows south
where it is intercepted by the SID, and subsequently flows to the G2 Pond where it is

bat ched and sanpl ed before bei ng punped to the Wal nut O eek drai nage.

Hydr ogeol ogy
Groundwat er occurs under unconfined conditions within the unconsolidated Rocky Flats

Al luvium colluvium fill, and weathered cl aystone section of the Larame Fornmation. This
interval is designated as the Upper Hydrostratigraphic Unit (UHSU). Belowthis,
groundwater is limted to the nore porous beds within the Larame Fornation and is

usual |y confined. This deeper section of strata is designated as the Lower
Hydrostratigraphic Unit (LHSU)

UHSU groundwater is not present across the entire 881 Hllside (QU 1). Goundwater in
the unconsolidated material typically is confined to northwest-southeast trending erosion
incisions in the bedrock surface, referred to as pal eochannel s, which are nasked by the
overlying materials. The extent of groundwater w thin these pal eochannels varies with



seasonal changes in precipitation rates. UHSU groundwater al so occurs sporadically
within the upper portion of the Laramie formation within fractures and al ong sl unp bl ock
glide planes. As previously discussed, a French Drain was installed between the 881

H llside and Woman Greek to intercept this shall ow unconfined groundwater, and it
extends to a nmaxi num depth of twenty-eight feet below top of bedrock. The French Drain
acts as an effective hydraulic barrier to horizontal mgration of UHSU groundwater into
Wman Creek.

Vertical mgration between the UHSU and the LHSU is limted by the extrenely | ow
hydraul i ¢ conductivity of the claystones within the Laram e Fornation. The hydraulic
conductivity of these claystones (1 x 10-8 cnisec) is approxinately three orders of

nmagni tude | ess than that of the overlying unconsolidated sedinments (1 x 10-5 cnisec), and
as a result the vertical conponent of mgration is extrenmely snall conpared to the

hori zontal conponent. In addition, the porous saturated sandstones of the LHSU are
laterally discontinuous, with intervening claystone aquitards effectively limting

hori zontal mgration within the LHSU

Recharge to the UHSU is mninal, and occurs primarily through infiltration of

precipitation. Infiltration rates range from approxinately two i nches per hour for initia
infiltration to as little as one half inch per hour for final (saturated) infiltration

Di scharge occurs |argely through evapotranspiration and surface discharge at seeps and into
the SID. Total volunes of UHSU groundwater at QU 1 varies annually and seasonally, but the
Final Phase Il RFI/R report (June 1994) estinated the volume to be approxinmately 5.0 to
5.8 acre-feet.

Fl ora / Fauna

Grassland habitats are domnant at QU 1, representing about 82%of the total area. N ne
percent is either devel oped or disturbed; marsh habitat occupi es 4% woodl and habit at
constitutes 4% and shrub habitats account for the remaining 1% A restored wetlands was
created to mitigate danmges resulting frominstalling the French Drain. WIldlife species
are typical of those in simlar habitats throughout the foothills area. As a result of
limted epheneral surface water, aquatic species with short life cycles and small habitats
such as benthic nmacroi nvertebrates, have devel oped as opposed to fish popul ati ons

Site Contam nation

A detail ed net hodol ogy was devel oped during the Phase Il RFI/R for determning the
nature and extent of contamination at QU 1. Using this nethodol ogy, analytes within the
followi ng chem cal classes were analyzed: volatile organic conpounds (VQOCs),
sem vol atil e organi ¢ conpounds (SVOCs), pesticides, polychlorinated bi phenyls (PCBs),
nmetal s, and radi onuclides. The follow ng nedia were assessed for the presence of

contam nation: surface soil, subsurface soil, groundwater, surface water/seeps, and
sedinents. Based on this analysis, VOCs, SVOCs, netals, and radionuclides were
identified as contamnants at QU 1 (see Table 2). Note that the data in Table 2 does not
reflect the 1994 surface soil hotspot renoval

Fromthis and other data collected, the Phase IIl RFI/R concluded that in QU 1 only |IHSS
119.1 contains a significant source of contami nation in the subsurface soil. The primary
contamnants identified at |HSS 119.1 are as follows: carbon tetrachloride; 1,1 -

di chl oroet hene; tetrachl oroethene; 1,1, 1-trichloroediane; trichloroethene; and selenium No
radi oactive contam nation was identified in the subsurface soil at IHSS 119.1. Al so, based
on the data collected during the Phase IIl RFI/RI, the other IHSSs in QU 1 were not found
to be contanmination source areas and do not contribute significantly to groundwater

contam nation. Therefore, the other IHSSs do not warrant any further renedial action

and, as previously stated in the "Scope and Role of QU 1 " section of this CADROD, the

sel ected renedial action for QU 1 addresses subsurface soil contam nation and groundwat er
contamnation at IHSS 119.1

Goundwater in QU 1 is contam nated by VOCs and netals (see Table 2). Rel eases of
VOCs within IHSS 119.1 are presuned to have occurred in the form of dense non-aqueous
phase liquids (DNAPLs). This conclusion is based on the fact that druns at this |HSS
cont ai ned unknown quantities and types of solvents, coupled with the presence of
chlorinated sol vent concentrations in groundwater at |evels approaching 7% of the
solubility limts of the substances. The presence of nobile or residual DNAPL at this



location is inferred only, since DNAPL has not been directly observed, and naxi mum
nmeasur ed concentrations of VOCs in subsurface soil is less than 2.0 ng/l. Table 3 lists
nmonitoring wells in the vicinity of IHSS 119.1 and their contam nant concentration range
for the Contam nants of Concern (COCs) for the years 1987 through 1995. The | ocations
of these wells are shown on Figure 3. Only two of the wells (974 and 4387) have
concentrations exceeding 1% of the conpound solubility.

The | ateral extent of groundwater contamination is generally limted to an area north of the
SID. The occurrence of contamnants in LHSU groundwater is limted to relatively | ow

| evel s of VOCs (less than 100 Ig/1) and localized occurrences of netals, particularly

sel eni um (concentrations rangi ng from bel ow background to fifteen tinmes the background

| evel of 80 Ig/l).

A soil gas survey was conducted during early 1996 to nore accurately define the extent and
approxi mat e vol unme of contam nated subsurface soil that will be excavated at IHSS 119.1
Based on this soil gas survey, two potential subsurface soil contam nation source areas
were identified (see Figure 3), resulting in an approxi mate total volune of subsurface soi
to be excavated between one thousand and two thousand cubi c yards

Fate and Transport

In general, contaminant mgration at the site was evaluated in terns of the identified
pathways at QU 1. Magration of VOCs and netals in groundwater at IHSS 119.1 is

restricted to northwest-southeast oriented channel features incised on the bedrock surface
The observed extent of groundwater contami nation originating fromIHSS 119. 1 was

conpared with the predicted extent to confirmthe accuracy of the hydrogeol ogi ¢ conceptua
nodel . Contam nant transport rates were estinmated by cal cul ati ng groundwat er seepage
velocity and contam nant-specific retardation factors (see Table 3). The observed mgration
di stance of VOC and netal contam nation originating fromI|HSS 119.1 (approxi mately

three hundred feet) falls within the predicted range. After inplenmentation of the subsurface
soi|l renmoval action presented in this CADROD, the present source of this groundwater

contam nation will be elimnated.

Radi onucl i des and SVOCs in surface soils are susceptible to redistribution by wind or
surface water erosion events. Surface soils at QU 1 were contam nated wi th w ndbl own

| ow 1 evel radionuclides transported fromthe 903 Pad area, and any renai ning surface soi
contamnation will be addressed jointly with surface soil contamination at the 903 Pad area
Surface water is intercepted by the SID and will be addressed as part of QU 5.

SUMVARY OF SI TE RI SKS

As part of the Phase Il RFI/R conducted for QU 1, a Baseline R sk Assessnent (BRA)
was prepared to identify any current or potential future risks to hunman health and the
environnent. The BRA eval uated health risks fromsurface soil, subsurface soil
groundwat er, surface water, and sedinments within the QU 1 boundari es.

The surface soil hot spot renoval action conducted at QU 1 for plutonium anericium and
urani um contam nation reduced the risk fromthis contam nant group and nedi um by 100
tines. The risk fromsurface soils was reduced to 1 in 100,000 (10-5) after the QU 1 hot
spot renoval was conpleted. This contam nant group contributed the highest risk to a
hunman receptor in the QU 1 BRA. Wth respect to subsurface soils and groundwater, the
primary contamnants identified in the Phase Il RFI/R were: carbon tetrachloride; 1, 1-
di chl oroet hene; tetrachl oroethene; 1,1,-trichloroethane; trichloroethene, and sel eni um

The BRA identified potential health risks fromthese contam nants associated with current
and possi bl e future exposure scenarios at QU 1. The scenarios originally examned in the
QU 1 BRA are as follows: current on-site commercial/industrial; current off-site
residential; future on-site commercial/industrial; future on-site ecol ogical reserve; and
future on-site residential. However, not all of thew scenarios are considered valid or
currently possible

The Rocky Flats Future Site Use Wrking Goup, consisting of participants from DCE,
EPA, CDPHE, and maj or stakehol ders, recommended in the June 1995 "Future Site Use
Recommendat i ons" report that the future on-site residential |and use scenario not be



considered. The commercial/industrial exposure scenario was recommended for use within

the industrial area of the plant and the open space exposure scenario was recommended for
the buffer zone. These recomendations are consistent with the conceptual |and uses in the
ALF and with the Rocky Flats Vision. The QU 1 area lies on the border between these two
anticipated | and uses. DCE has not yet made a final determ nation regarding the future |and
uses for QU 1. This deternmination will be consistent with RFCA and the Rocky Flats

Vision and will take into consideration the fact that the hillside at QU 1 has shown the
potential for |landslides and stunping. This would nmake the construction of structures at

QU 1 conplicated and problematic. In addition, as stated in the ALF, donestic use of
groundwater will be prevented through institutional controls.

There are no health risks associated with the future open space park exposure scenario from
QU 1 subsurface soil or groundwater since there are no exposure routes available from
either medium The carcinogenic risk calculated in the QU 1 BRA for the future on-site
comercial /industrial worker in the industrial area from subsurface soils and groundwat er

is 2.4 x 10-4. This risk is slightly above EPA's acceptable risk range of 10-4 to 10-6.

The Phase Il RFI/R identified no significant environnmental risk; therefore, environmental
risks warrant no further exam nation.

In conclusion, actual or threatened rel eases of hazardou substances fromthis site, if not
addressed by inplenenting the response action selected in this CADY ROD, nay present an
i mm nent and substantial endangerment to public health, welfare, or the environnent.

DESCRI PTI ON OF ALTERNATI VES

Si x candi date renedial alternatives were conpiled fromthe treatnment technol ogi es that
passed a detail ed screening process conducted during the Corrective Measures

Study/ Feasibility Study (CVS/FS), including the No Action alternative. A description of
each renmedial alternative is given below The, six renedial alternatives are: No Action
(Alternative 0), Institutional Controls with the French Drain (Alternative 1), G oundwater
Punpi ng and Soil Vapor Extraction (Aternative 2), G oundwater Punping and Soil Vapor
Extraction with Thernal Enhancenment (Alternative 3), Hot Air Injection with Mechani cal
Mxing (Alternative 4), and Soil Excavation with G oundwater Punping (Al ternative 5).

For Alternatives 2, 3, 4 and 5, the volunme of soil to be renediated was estimated, fromthe
results of a recent soil gas survey performed at QU 1, to be between one thousand and two
t housand cubic yards of soil (approximately a fifty feet by fifty feet by twelve feet deep
excavation). During inplenmentation of the remedy, confirmatory soil sanpling will be
perforned to determ ne where the excavati on can be term nated, based on cleanup |evels
identified in the ALF.

Al ternative 0: No Action

The No Action alternative is required by CERCLA as a baseline alternative with which to
conpare other alternatives. The No Action alternative uses results of the Baseline R sk
Assessnent to define exposure levels to human and environnental receptors at the site
under existing conditions, and specifically excludes renedial activities.

Use of the existing French Drain groundwater collection systemwould be di scontinued

under this alternative. Goundwater woul d, therefore, flow toward Wman Creek. The

only activity associated with the No Action alternative is groundwater nonitoring to detect
changes in contam nant concentrations or migration patterns. Mnitoring would begin

i mredi ately and woul d continue until a determination could be made that nonitoring is no

| onger required. Existing wells no |onger deened necessary woul d be abandoned as

appropri ate.

No remedial time frame is established for this alternative since the alternative relies

sol ely on natural contam nant degradati on and attenuation processes to neet Renedial Action
ojectives (RAGs). A thirty year nonitoring time frane is assuned, in accordance with

EPA guidance. It is estimated that it will cost approximately $1.9 mllion to inplenent
this renedial alternative and continue nonitoring groundwater for thirty years.

Alternative 1: Institutional Controls with the French Drain
Alternative 1 seeks to achieve RAGCs by restricting access to wells inpacted by QU 1



contam nants through institutional controls, while continuing to treat groundwater collected
by the existing French Drain at the Building 891 water treatnent system Institutiona
controls would al so be enpl oyed to prevent domestic groundwater use at QU 1. Further
degradati on of groundwater woul d be mnimzed by continued contai nnrent and treatnent

of the groundwater. Subsurface contam nation sources woul d eventually be depl eted by

di ssolution to groundwater, although the length of tine for this to occur would be quite

ext ensi ve

The existing French Drain and Building 891 treatnent systemwoul d continue to operate
until no | onger deened necessary based on contam nant concentrations in the groundwater.
Groundwat er nmonitoring would continue for as long as required to verify that contam nant
concentrations in groundwater have been pernanently reduced bel ow appropriate linmts.
Well's no | onger deened necessary for nmonitoring woul d be abandoned as appropriate

No renediation tinme frame is defined for Alternative 1 since the French Drain systemis
currently operational and woul d continue to operate until acceptabl e contam nant
concentrations are achieved. Based on current operations of the existing French Drain
system it is reasonable to assune that due to the slow groundwater collection rate
operation of the French Drain systemwoul d be required for an extensive period of time
before RAGCs are achieved. Experience with simlar renedial actions at simlar sites
suggests that extrenely long tinme frames are required for conplete contam nant depletion
For the purpose of preparing a cost estinate, a thirty year time frane for renedia
activities is assuned, based on EPA guidance. Based on this tine frane, the estinated cost
for conpletion of Aliternative 1 is $17.5 mllion

Alternalive 2. Goundwater Punping and Soil Vapor Extraction

Alternative 2 seeks to achieve RAGCs by dewatering the identified IHSS 119.1 source area
usi ng conventional punping techniques, and by inplenenting a |localized soil vapor
extraction (SVE) system Risk from contam nated groundwater would be elimnated by
extraction and treatnment, while further degradati on of groundwater would be mnimzed by
renoval of contam nant sources through SVE

SVE woul d enhance vol atilization and subsequent contam nant recovery from saturated

soils, unsaturated soils and groundwater at QU 1. SVE targets contam nants that have
partitioned to the aqueous phase, have adsorbed onto subsurface soils, exist in a free phase
or occupy soil pore spaces in a vapor phase. Discrete pools of groundwater |located in

IHSS 119.1 woul d be extracted via the existing French Drain and one to three additiona
recovery wells. Collected groundwater woul d be treated by the existing Building 891

water treatnent systemor other appropriate facility. These same areas, once desaturated
woul d be subjected to SVE to enhance the renoval of any residual contam nants.

SVE can be significantly influenced by site geology and contami nant characteristics.

Ceol ogi cal factors that can influence the success of SVE include depth to groundwater
subsurface soil/rock type and surface perneability. At QU 1, the subsurface soils contain
| arge anounts of clay which would inhibit the effectiveness of this technol ogy.

Contam nants that are effectively recovered by SVE exhibit a vapor pressure of 1.0 nm of
mercury or nore at 20-degrees Cel sius and which have a di nensionless Henry's Law

constant greater than 0.01. The contamnants identified at QU 1 woul d be anenable to
recovery by SVE

It is also assuned that the vapor extraction wells in IHSS 119.1 woul d be approxi matel y
two to six inches in diameter. The wells would be operated cyclically to enhance recovery
and woul d be used in conbination with a granular activated carbon (GAC) unit to treat
extracted vapors. The existing French Drain and Buil ding 891 treatnent systemwould
continue to operate during the renedial activities, but after renediation of the source is
conplete the French Drain woul d be decommi ssioned and groundwater collection and

treatment would cease. G oundwater nonitoring would be perfornmed consistent with the

I ntegrated Water Managenent Plan after conpletion of the renedial action

The renedi ation tinme frame, which is considered to be the tine until protection is achi eved
by the renedial action, is estinmated to be approxi mately five years for Alternative 2

Based on this time frame and other technical information defining this alternative, the
estimated cost for conpletion of Alternative 2 is $8.1 mllion



Alternative 3: Goundwater Punping and SVE with Thernal Enhancenent

Alternative 3 seeks to achi eve RAGCs by conbining SVE as described in Alternative 2 with
thermal recovery enhancenent techni ques. G oundwater extraction and treatnent woul d be
enpl oyed to address groundwater contam nation, while SVE with thernmal enhancenent

woul d be used to renove contam nation sources. This alternative considers two innovative
treatment technol ogies that can effect an increase in subsurface soil tenperatures and thus
enhance SVE: radio frequency heating and el ectrical resistance (ohmc) heating. These
technol ogi es are discussed in detail in the QU1 OW/ FS report. |n general, these thernal
enhancenent techni ques enhance the success of the SVE by increasing the tenperature in

the subsurface soil which allows nore conplete and faster volatilization, and thus
recovery, of organic constituents in the soil. The increase in tenperature of the subsurface
soil also assists in dewatering the area by vaporizing pore space noisture.

As in Alternative 2, the existing French Drain and Building 891 treatnent system woul d
continue to operate until renediation of the contami nation source is conplete, at which tine
the French Drain would be decomm ssi oned and groundwater collection and treatnent

woul d cease. G oundwater nonitoring would be perfornmed consistent with the Integrated

Wat er Managenent Plan after conpletion of the renedial action.

The renediation time frame for Alternative 3 is estinmated to be three years. Based on this
tine frame and other technical information defining this alternative, the estinated cost for
conpletion of Alternative 3 is $7.5 mllion.

Allernative 4. Hot Air Injection with Mechanical M xing

Alternative 4 seeks to achi eve RAGs through an in-situ technol ogy that conbines hot air
stripping with vigorous mxing of subsurface nedia. Contam nated groundwater at |HSS
119.1 woul d be renedi ated through extraction and treatnent in the Building 891 facility,
and the IHSS 119.1 subsurface soil contam nation source woul d be addressed with hot air
i nj ection and nechani cal m xi ng.

Thi s technol ogy operates under the same basic principles of SVE and thernmal enhancenent
di scussed previously, but conbines these principles with vigorous nechanical mxing to
i ncrease the effectiveness of the subsurface soil treatnent. The prinmary treatnent systemin

this alternative would consist of a caterpillar nounted drill rig with specialized drilling
equi pnent. The drill equipnment is capable of delivering treatnent reagents, such as hot air
or steam via piping in a hollowdrill bit shaft that has m xing/cutting bl ades four to

twel ve feet in dianeter.

Groundwat er extraction wells would be placed in previously treated soil col ums.
Dewatering of a small area prior to treating the initial soil colum would be acconplished

via an extraction well drilled with conventional drilling equipment. Extracted groundwater
woul d be treated in the existing Building 891 treatnent system The treatnent columms, or
drill shafts, would overlap by thirty percent to ensure adequate treatnent throughout the

entire site. Four to six colums can be treated per day, depending on site conditions.

The exi sting French Drain and Building 891 treatnent systemwoul d continue to operate
during the renedial activities, but after rernediation of the source is conplete the French
Drai n woul d be decomm ssi oned and groundwater collection and treatnent woul d cease.
Groundwat er nonitoring woul d be perfornmed consistent with the Integrated Water

Managenent Pl an after conpletion of the remedial action.

The renediation tinme frame for Alternative 4 is estimated to be two years. Based on this
tine frame and other technical information defining this alternative, the estinated cost for
conpletion of Alternative 4 is $4.3 mllion.

Alternative 5: Soil Excavation with G oundwater Punping

Alternative 5 is intended to achi eve RAGs through excavati on of contami nated subsurface
soils and contam nated groundwater beneath IHSS 119.1. Based on the report of a recent

soi|l gas survey that was perfornmed at |HSS 119.1 ("Sanpling and Analysis Report -
Identification and Delineation of Contam nant Source Area for Excavation Design

Pur poses”, April 1996), the estimated volunme of soil that win be excavated from | HSS

119.1 is one thousand to two thousand cubic yards (approxi mately fifty feet by fifty feet by



twel ve feet deep).

Cont am nat ed groundwat er woul d be extracted fromthe excavation and treated in the
Bui Il ding 891 water treatnent system The excavated subsurface soils would either be
treated on-site with a thermal desorption unit and returned to the excavation, disposed in
an on-site disposal cell, or disposed off-site.

The existing French Drain and Building 891 treatnent systemwoul d continue to operate
during the renedial activities, but after renediation of the source is conplete the French
Drai n woul d be decomm ssi oned and groundwater collection and treatnent woul d cease.
Groundwat er nonitoring woul d be perfornmed consistent with the Integrated Water

Managenent Pl an after conpletion of the remedial action.

The renediation time frame for Alternative 5 is estimated to be four to six nonths. Based
on this tinme frame and other technical infornation defining this alternative, the estinated

costs for conpletion of Alternative 5, depending on how the excavated soil is managed, is
as follows: if the soil is treated on-site and returned to the excavation the cost is
approximately $3.5 million; if the soil is disposed off-site the cost is approximtely $3.9
mllion; and if the soil is disposed in an on-site disposal cell without treatnent the cost

is approximately $3.3 mllion
SUWARY OF THE COVPARATI VE ANALYSI S OF ALTERNATI VES
Threshold Criteria

Overall Protection of Human Health and the Environment: Alternative 5 provides the best
overall protection of hunman health and the environnent by providing the | argest reduction
in exposure potential within the shortest amount of tine through renoval of the

contam nation source. Alternatives 2, 3 and 4 provide the next best |evel of overall
protection of human health and the environnment, based on the fact that they are designed to
reduce exposure potential through in place renediation of the contam nati on source at |IHSS
119.1. However, these alternatives involve technol ogies that are not proven to be effective
inthe clay soils that are present at IHSS 119.1. Therefore, they woul d not be as thorough
in renmoving the contam nation source as Alternative 5, and they al so invol ve | onger
renediation time frames. Alternative 1 protects hunan health and the environnent by
collecting and treating contam nated groundwater, as well as by inplenmenting certain
institutional controls to reduce exposure to die contam nants, but it does not address the
contamnation in the subsurface soil and, therefore, is not as protective as the previously
di scussed alternatives. Finally, Alternative 0 offers the | east anbunt of protection to
human health and the environnent because it does not involve any source renoval, containnment
or other controls

Conpliance with Applicable or Relevant and Appropriate Requirenents (ARARs): The
ARARs that have been identified and anal yzed for each alternative for the contam nants of
concern at IHSS 119.1 are as foll ows:

. Classifications and Nuneric Standards (5 CCR 1002-8,3.8, So. Platte R ver Basin)
. Col orado Basic Standards for Surface Water (5 CCR 1002-8, 3.1, Segnent 4a of Big
Dry Creek):
carbon tetrachl ori de 0.25 Ig/L
1, 1-di chl or oet hene 0.057 l1g/L
tetrachl or oet hene 0.8 Ig/L
1, 1, 1 -trichloroethane 200 Ig/L
trichl oroet hene 2.7 1g/L
sel eni um 20 Ig/L (acute); 5 Ig/L (chronic)
. Col orado Hazardous Waste Regul ations (6 CCR 1007-3 Parts 264 and 268)
. Col orado Air Pollution Control Regulations (5 CCR 1001-5, Regul ation 7)
. Col orado Nongane, Endangered or Threatened Speci es Conservati on Act (CRS 33-2-101).

The State contends that 5 CCR 1002-8, 3.12 (Site Specific Water Quality O assifications
and Standards for G ound Water) and 5 CCR 1002-8, 3.11 (Basic Standards for G ound
Water) are ARARs. DCE disagrees with this contention. Both parties reserve their



respective rights to raise this issue and supporting argunents in any relevant forum The
parties do not anticipate that this disagreenent will ripen into a fornal dispute because 5
CCR 1002-8, 3. 12 adopts the standards set forth in 5 CCR 1002-8,3.1 and 3.8, and these
standards are consistent with the enforceable standards set forth in the ALF. In addition, 5
CCR 1002-8, 3. 11 contai ns standards which are generally consistent with or |ess stringent
than the standards set forth in 5 CCR 1002-8,3.1 and 3. 8.

Alternatives 2,3,4 and 5 are expected to neet all of the above identified ARARs, while
Alternatives 0 and 1 are expected to neet all ARARs except that they nay not neet the
Col orado Basic Standards for Surface Water. Therefore, Alternatives 0 and 1 rank | ow
under this criterion

Primary Balancing Criteria

Long- Term Ef fecti veness and Pernmanence: Alternative 5 provides the highest |evel of

| ong-term effectiveness and pernanence since it renobves both groundwater contam nation

and subsurface soil contam nation sources in IHSS 119.1, and thereby prevents any further
contam nation of groundwater. Alternatives 2,3 and 4 al so renove groundwater

contam nation, but are not as effective at renoving subsurface soil contam nati on sources
because the technol ogi es used in these alternatives have not been proven effective in the
clay soils at IHSS 119.1. Alternative 1 provides even |l ess |long-termeffectiveness and
permanence since it only renoves groundwater contarnination, but not subsurface soi

contam nation sources. Alternative O provides the |owest |evel of |long-termeffectiveness
and pernmanence since it does not treat or renbve any contam nation at |HSS 119. 1.

Reduction of Toxicity, Mbility, or Volunme Through Treatnent: Alternative 5 provides the

hi ghest reduction of nobility because it renoves the prinmary source of contam nation and
treats contam nated groundwater, thereby preventing any further mgration of

contamnants. In addition, if the excavated soil is treated, as discussed in the
"Description of Alternatives" section, Aternative 5 al so provides the highest reduction of
toxicity and volunme through treatnment. Alternatives 2,3 and 4 provide the next highest

| evel of toxicity, nmobility and vol une reduction since they involve groundwater treatnent as
well as in place treatnent of the subsurface sod contam nation source. Alternative 1

provi des |l ess reduction of toxicity, nobility and volune through treatnent because it treats
only contam nated groundwat er and does not address the subsurface soil contam nation
Alternative 0 ranks lowest in this category because it treats neither groundwater nor
subsurface soil contam nation, and thus provides no reduction in toxicity, nmobility or

vol une through treatnent.

Short-Term Ef fecti veness: This criterion evaluates comunity, environnental and site
wor ker protection during the inplenentation of the renmedy. It also evaluates the
effectiveness and reliability of protective neasures during inplenentation and the tine
until RAGs are achieved.

Alternatives 0 and 1 rank highest under the community, environmental and site worker
protection during inplenmentation portion of this criterion because they involve no

di sturbance of the existing site and little or no worker involvenent. Alternatives 2,3,4
and 5 involve sone site disturbance, but the disturbance is not expected to create a
significant inpact on the community, the environnent or site workers. Alternative 3 has
the potential to present increased hazards to site workers due to the heating of the
subsurface soil.

For the effectiveness and reliability of protective measures during inplenentation and for
the tinme until RAGs are achieved, Alternative 5 ranks the highest. Excavation has been
proven to be the nost effective and reliable of the technol ogi es presented here when applied
toclay soils. In addition, DCE anticipates that it will take only four to six nonths for
RAGCs to be achi eved once inplenentation of Alternative 5 has begun. The anount of tine
until RAGCs are achieved for Alternatives 2, 3 and 4, once inplenentation of the alternative
has begun, is five years, three years and two years, respectively. Alternatives 0 and 1 are
the | east effective and reliable since they do not address the subsurface soil contam nation
source. Also, the amount of time until RAGs are achieved for these two alternatives is
unknown, but likely to be quite extensive, since they rely on natural degradation of the
cont am nant s.



I npl enentability: This criterion evaluates the technical and admnistrative feasibility of
i mpl enenting the alternatives including the availability of materials and servi ces needed
during inplenentation, as well as the ability to nonitor the effectiveness of the renedy.

Alternative 1 is the nost easily inplenentable because it represents the current condition
at QU 1l. The only additional work that it would involve would be to inplenent institutiona
controls at QU 1 and perform groundwater nonitoring. Alternative 0 is the next nost

easily inplenentable alternative because it involves only decomm ssioning the French

Drain and perform ng groundwater nonitoring. Alternative 5 is the next nost

i npl enentabl e alternative. Excavation has been proven to be effective and inpl enentabl e

in clay soils, and the equi pnment necessary to performthe excavation is readily avail able
Al so, the effectiveness of Alternative 5 can be easily nonitored.

Alternatives 2,3 and 4 use intrusive treatnent nethods that nay pose technical problens,
and are, therefore, less inplenmentable than the other alternatives. For exanple, soil vapor
extraction (Alternatives 2 and 3) cannot be reliably conducted in clay soils. Aternative 3

is even nore difficult to inplenment than Alternative 2 because it is still an experinenta
technology. Alternative 4 is the nost difficult option to inplenent because of the sl oping
unstable hillside that the drill rig would have to work on, and because of the limted

supply of the specialized equi prent that is needed

Cost: This criterion evaluates the capital cost for each alternative, |ong-termoperation
and nai ntenance (O&\) expenditures required to sustain it, and post-closure costs occurring
after the conpletion of remediation. Future expenditures are adjusted to present worth
armount s by discounting all costs to a common base year using present worth cost anal ysis.

Alternative 0 is the least costly since it involves only deconm ssioning the French Drain
and perform ng groundwater nonitoring for thirty years. The total estinated cost of
Alternative O is $1.9 nillion. Aternative 5is the next |least costly alternative, with the

following estimated costs of conpletion: $3.3 million if the excavated soil is placed
directly into an on-site waste disposal cell, $3.5 mllion if the excavated soil is treated
on-site with a thernmal desorption unit and placed back into the original excavation, and
$3.9 mllion if the excavated soil is disposed off-site. The cost estimates are based on an

excavation volune of 1000 to 2000 cubic yards of soil (50 feet by 50 feet by 12 feet deep
excavation), which was estimated as the appropriate soil excavation volune in the recent
soil gas survey at IHSS 119.1. These cost estinmates include all costs of soil excavation
handl i ng and managenent of the soil, operation of the French Drain and groundwater
treatment plant for one year (or until the soil has been excavated), and groundwater
nmonitoring for thirty years.

Alternative 4 is nore costly than Alternatives 0 and 5, with an estinated total cost of $4.3
mllion. This estimate is based on the same volune of soil as Alternative 5 (1000 to 2000
cubic yards), and includes all costs of performng the hot air injection and nmechanica

m xi ng, operation of the French Drain and groundwater treatnment plant for two years, and
groundwater nonitoring for thirty years.

Alternative 3 is nore costly than the previously discussed alternatives, with an estimated
total cost of $7.5 nillion, which is also based on a soil volume of 1000 to 2000 cubic yards
for treatnent. This cost estimate includes all costs of performng the soil vapor extraction
with thernmal enhancenent, operation of the French Drain and groundwater treatnent plant

for three years, and groundwater nonitoring for thirty years. Alternative 2 is even nore
costly, with an estimated total cost of $8.1 nillion. Again, this cost estimate is based on
a soil volume of 1000 to 2000 cubic yards for treatnent. It includes all costs of
performng the soil vapor extraction, operation of the French Drain and groundwater
treatnment plant for five years, and groundwater nonitoring for thirty years.

Alternative 1 is the nost expensive alternative, with an estimated total cost of $17.5
mllion, which is based on the long-termoperation of the French Drain and the water

treatment plant for thirty years and groundwater nonitoring for thirty years.

Modi fying Oriteria



State Acceptance: This criterion addresses the State's coments and concerns regardi ng
the appropriateness of the selected remedy. The State of Col orado was represented on the
Di spute Resolution Committee that selected the preferred renedial alternative for QU 1 and
agrees with the selection. The State has no outstanding, significant comments or concerns
with the sel ected renedy.

Communi ty Acceptance: This criterion evaluates the selected renedy in terns of issues and
concerns raised by the public through the public involvenment process. At the public
hearing for the QU 1 Proposed Plan on June 19, 1996, DCE received one coment from

the public that was supportive of the preferred renedial alternative. During the public
coment period for the QU 1 Proposed Plan, DCE received one set of witten comrents
fromthe public, which, in general, expressed concern for funding and timng of the

sel ected renmedy, and requested clarification on several issues in the Proposed Plan. These
coments are addressed in the attached Responsiveness Summary.

Antici pated Damages to Natural Resources: Alternatives 2, 3, 4 and 5 will not result in any

irreversi bl e danages to natural resources and will inprove the quality of soil and
groundwat er by excavation and treatnent. Alternative | will not result in any irreversible
danmages to natural resources and will inprove the quality of groundwater by treatnent.

Alternative O will not result in any irreversible damages to natural resources, but wll
continue to degrade the quality of groundwater since the alternative does not involve any
renedial activity. Measures to control and reduce the risk of danages to natural resources
will be considered prior to beginning the renedial activity.

THE SELECTED REMEDY
The sel ected remedy for QU 1 includes three prinmary conponents:

1. Excavating subsurface soil contamination at IHSS 119.1, a forner drumand scrap
netal storage area, thereby renoving the current source of groundwater contam nation
The nmaj or conponents of the selected renedial action at IHSS 119.1, described in
detail bel ow, include:

. Excavati on of approxi mately one thousand to two thousand cubic yards of
cont am nat ed subsurface soils at |IHSS 119. 1;

. Extraction and then ultraviol et/ hydrogen peroxide and i on-exchange treatnent of
contam nated groundwater fromthe excavati on; and

. Either thermal treatnent and replacenent of excavated soil into the origina
excavation, disposal of excavated soil in an on-site waste disposal cell, or
off-site disposal of excavated soil

This portion of the selected renedy for QU 1 was chosen by the D spute Resol ution
Committee (DRC)on August 25, 1995, as part of the dispute resolution process that is
defined in the 1 AG which was the governing cleanup agreenent at the tine of the
decision. At that time, the DRC was conposed of DCE s Assistant Manager for
Environmental Restoration, EPA's Federal Facilities Branch Chief, and CDPHE s

Program Manager for the Hazardous Waste Control Program In choosing the renedia
action for IHSS 119.1, the DRC was interested in controlling groundwater

contam nation through source removal. The DRC deternined that Alternative 5, Soi
Excavation with Groundwater Punping, is the nost appropriate renedial action for

IHSS 119.1. This renedial action includes excavation of approximately one thousand

to two thousand cubic yards of contam nated subsurface soils at IHSS 119. 1; extraction
and then ul traviol et/ hydrogen peroxide and ion-exchange treatnent of contam nated
groundwater at IHSS 119.1; either thernal treatnent and repl acenent of excavated soil
into the original excavation, disposal of excavated soil in an on-site waste disposal cell
or off-site disposal of the excavated soil; and groundwater nonitoring consistent with
the Integrated Water Managenent Pl an.

The conparative analysis of alternatives shows that Alternative 5 rates best for overal
protection of human health and the environnment; conpliance with ARARs; |ong-term
effectiveness and permanence; and reduction of toxicity, mobility, or volune through



treatment. Alternative 5 rates higher than the other alternatives for short-term
effectiveness, and rates good for inplenentability and antici pated damages to natural
resources. Alternative 5 is expected to take the | east anmount of time to achieve
protection at IHSS 119.1 (four to six nonths), and is the | east expensive alternative
except for Alternative 0, which is to performno renedial action. |In addition,
Alternative 5 satisfies the CERCIA statutory preference for renedi es that enpl oy
treatment as a principal elenment and achi eves the Renmedial Action (bjectives set for QU 1.

The princi pal conponents of the IHSS 119.1 renedial action selected to nmeet these
RAGCs and renedi ati on goals air, described bel ow

Excavati on of soil: Excavation of contam nated subsurface soils will begin at |IHSS
119.1 in the two contam nation source areas identified during the recent soil gas
survey. The location of these two areas can be found on Figure 3. Fromthe soil gas
survey results, it is estimated that the anount of soil that will be excavated is
approxi mately one thousand to two thousand cubic yards. During the excavation,
sanpling will be perforned to confirmthe point at which all contam nated subsurface
soi|l has been renoved, in accordance with the ALF. In addition, during

i mpl enentation of the selected renedy, DOE will performconfirmatory soil sanpling
downgradi ent of IHSS 119.1 to verify that a contam nation source does not exist there.
A detail ed sanpling and analysis plan for both of these confirmatory sanpling activities
will be prepared as part of the Renedial Design for QU 1. A detailed soil excavation
plan will also be prepared as part of the Renedial Design.

Groundwat er extraction and treatment: Goundwater will be extracted fromthe
excavation and will be transferred to the existing Buddi ng 891 ultraviol et/ hydrogen
per oxi de and i on-exchange water treatnent systemfor final treatnent and discharge.
After all contam nated subsurface soil has been excavated and all contam nated
groundwat er has been extracted fromthe excavation, the French Drain systemw || be
decommi ssioned and its use will be discontinued. The final details of the groundwater
extraction and the decomm ssioning of the French Drain will be presented in the

Renedi al Design for QU 1.

Handl i ng and nmanagenent of excavated soil: DCE is considering three options for

nmanagi ng the excavated soil: on-site treatnment and pl acenent back into the original
excavation, disposal in an on-site waste disposal cell, or off-site disposal. DCE s
preferred nmethod of managi ng the excavated soil is to treat the soil on-site in a thernal

desorption unit to levels that will be identified and approved in the Renedi al Design.
The treated soil would then be placed back into the original excavation. Again, the final
details of how the excavated soil will be handl ed and nmanaged will be prepared as part

of the Renedial Design and will be in accordance with RFCA

G oundwater nmonitoring: DCE anticipates that groundwater nonitoring will be
perforned at | HSS 119.1, consistent with the Integrated Water Managenent Plan, after
the remedial action is conplete. The details of this groundwater nonitoring will be
presented in the Renedi al Design.

It is possible that changes to the renedial activities described above nmay be nade as a
result of the renedial design and construction processes. Any such changes, in
general, would reflect nodifications resulting fromthe engi neering design process.

nstitutional controls will be maintained throughout the QU 1 area in a nanner

consistent with RFCA, the Rocky Flats Vision, and the ALF. These docunents

recogni ze that the reasonably foreseeable future land use for the QU 1 area is restricted
open space. The institutional controls will ensure that the restricted open space | and
use is naintained for the QU 1 area and that donestic use of groundwater within the

QU 1 area is prevented. |If the reasonably foreseeable future land use for the QU 1 area
changes when final sitew de |and use decisions are nade, this renedy will be

reexam ned to ensure protection of hunman health and the environnent. The specific
nechani sns (for exanple, deed restrictions) to ensure the inplenentation and

continuity of the necessary institutional controls have not been included in this

CAD ROD. Currently, these mechani sns are envisioned to be placed in the Final

Sitewide CADYROD or in this CAD)ROD during one of the five-year reviews of this



docunment. However, should the Final CADROD not occur or not include these

institutional control mechanisns, this QU1 CADDROD will be revised to include them

if it does not already include themas a result of a five-year review. The institutional
controls can al so be renoved at one of the above tinmes, if it is deened appropriate to do
so by the parti es.

3. Because of the groundwater and | and use controls, the | ow anobunts of contam nation in
QU 1 outside of IHSS 119.1, and the low levels of risk associated with the
contam nation, no renedial action will be taken at the remaining ten IHSSs in QU 1.

I npl enenting the selected renedy will not result in any irreversible danages to natural
resources. Wetlands will not be injured; flood elevations win not be affected; soil and
groundwater will be tenporarily disturbed during excavation activities, but will not be
permanent |y inpacted; and no permanent displacenment or loss of wildlife will result from
the i nplenentation of the sel ected renedy.

The sel ected remedy will achieve the Renedial Action Objectives set for QU 1, which were
identified in the CQVB/ FS report as foll ows:

. Prevent the inhalation of, ingestion of, and/or dernmal contact with VOCs and
inorganic contaminants in QU 1 groundwater that would result in a total excess
cancer risk greater than 10-4 to 10-6 for carcinogens, and/or a Hazard |ndex greater
than or equal to one for non-carcinogens.

. Prevent migration of contam nants from subsurface soils to groundwater that would
result in groundwater contam nation in excess of potential groundwater ARARs for QU
1 contani nati on.

. Prevent migration of contaminants in QU 1 groundwater from adversely inpacting
surface water quality in Wnan Cr eek.

These RAGs were selected to address the prinmary risk exposure pathways identified for

QU 1, which are groundwater and subsurface soil pathways. The prelimnary renediation
goals (PRGs) for these RAGCs dealing with groundwater and subsurface soils were
identified in the CVMS/ FS report by exam ning both risk-based and ARAR-based val ues.

The exposure route of groundwater ingestion resulted in the highest potential risk to a
future on-site resident, so the Col orado Basic Standards for Goundwater, found in 5 CCR
1002-8,3.11.5 and 3.11.6 were selected as appropriate PRG for QU 1.

Subsequent to the selection of PRG in the CVB/ FS report, however, RFCA was finalized
and is currently the governing cleanup agreenent for Rocky Fl ats. The remedi ation goal s
in RFCA are based on the protection of surface water and are specified in the ALF.
Therefore, the renediation goals for the contamnants at QU 1 are based on the ALF.

RFCA al so identifies points of conpliance for all remedial activities conducted at Rocky
Flats, which will be used for the remediation of QU 1.

DOCUMENTATI ON OF SI GNI FI CANT CHANGES

The QU 1 Proposed Plan for Rocky Flats was rel eased for public coment on May 13,

1996. The Proposed Plan identified Alternative 5 Soil Excavation with G oundwater

Punping, as the preferred renedial alternative. DCE reviewed all witten and verbal
coments submitted during the public comrent period. Upon review of these comrents,

it was determned that no significant changes to the renedy, as it was originally identified
in the Proposed Plan, were necessary.



RESPONSI VENESS SUMVARY
OVERVI EW

The Proposed Plan for QU 1 was available for public review and comrent from May 13

1996, through July 12, 1996. 1In addition, a public hearing was held on June 19, 1996, at
which oral and witten comments were solicited. This Responsiveness Summary provides

a sutmmary of the comments on the QU 1 Proposed Plan that were received during the

public comrent period, as well as DOE' s responses to the public's concerns. All

coments received during the public comrent period were considered in the final selection
of the renedial alternative for QU 1.

SUMVARY OF COMMENTS RECEI VED DURI NG PUBLI C COMMENT
PERI CD AND DOE RESPONSES

DCE solicited witten and oral comments fromthe public on the QU 1 Proposed Pl an
during the public comrent period and at the public hearing. A summary of the coments
that were received and DOE s responses are provi ded bel ow

Comment: A nenber of the community at the public hearing stated that the selection of
the preferred renedial alternative was |ogical and | ooked like it would nmove Rocky Flats
forward toward cl eanup and cl osure

Response: No response necessary.

Comment: A witten coment was received that expressed concern over the apparent

| ack of funding for the inplementation of the sel ected renedy, considering that the
renedi ation of IHSS 119.1 is ranked nunber 12 on the Environnental Restoration (ER)
Ranki ng i n RFCA. The commenter was concerned that the renedial action nust be
conducted with fifteen nonths of conpleting the Renedial |nvestigation/Feasibility Study
(RI/FS), according to CERCLA

Response: First, while DOE is faced with significant budget cuts that will affect the
activities that can be conpleted at Rocky Flats in FY97, final decisions on site priorities
and fundi ng for FY97 have not yet been nmade. The ER Ranking is intended to be a guide to
funding and remediating the top priority IHSSs on-site, based on various factors including
avai l abl e funding, timng and project status. The IHSSs do not have to be renediated in
the exact order that they appear on the ranking list. Therefore, DCE is not certain that
this renedial action will not be funded in FY97. Second, the section of CERCLA quoted in
the witten comment (CERCLA Section 120(e)(2)) refers to the entire site, not specifically
to any particular operable Unit. |In addition, cleanup at Rocky Flats has been governed by
an enforceabl e agreenment (first the I AG and now RFCA) since 1991. EPA has said that DOE
is in conpliance with CERCLA tine franes as long as it is in conpliance with this
enforceabl e agreenent. Therefore, the renedial action presented in this CAD RCD does

not have to be inplemented within fifteen nonths of the final CAD ROD.

Comment: A witten comment was received that expressed concern over the nanagenent

of the excavated soils in Alternative 5. Because three options were listed for the
managenent of the soils, the commrenter was concerned that a conplete evaluation of the
alternatives could not have been acconplished. Al so, the commenter questioned the option

of on-site disposal of the excavated soil and stated that nore detail should be given on the
managenent of the excavated soil

Response: Although three options are presented in the Proposed Plan for managing the
excavated soil, the fundanentals of Alternative 5, as conpared to the other alternatives
under the nine criteria required by CERCLA, are the sane under each option, and the
conparison results are also the sane. For exanple, regardl ess of the nethod of handling

the excavated soil, provided it is in conpliance with all applicable | ans and regul ati ons
Alternative 5 is still overall the nost protective of human health and the environnent,
based on the renoval of the contamination source in the subsurface soil. The eval uation of

alternati ves was not dependent on the nethod of nmnaging the excavated soil to show that
Alternative 5 is the nost appropriate alternative. In addition, separate cost estinates were
provided in the Proposed Plan for each different option of soil nanagerment under



Alternative 5. In all three cases Alternative 5 is the | east expensive alternative, other
than the No Action alternative.

The intent of the on-site disposal option for the excavated soil is to dispose of the soi
inapermtted on-site waste disposal cell, if such a unit exists on-site at the tine that
this renedial action is perforned. Both the disposal unit and the soil would neet al
appl i cabl e requirenents before on-site disposal would occur. If such a disposal unit does
not exist on-site, one of the other two options will be enployed. As stated in the CAD ROD,
it is currently DOE's preference to treat the excavated soil on-site in a thernmal desorption
unit and place it back into the excavation, provided that the treated soil neets soil
put - back requirenents established by RFCA. The details for nmanagi ng the excavated soil

i ncl uding necessary treatnent, required permts, and applicable |aws and regul ati ons, will
be included in the Renedial Design, along with all of the details of inplenenting the

sel ected renedy.

Comment: A witten comment was received that questioned whether a health assessnent
by the Agency for Toxi c Substances and Di sease Registry (ATSDR) has been or will be
perforned at Rocky Flats.

Response: A health assessment by ATSDR is schedul ed for Rocky Flats by the year

2002. This is based on avail abl e resources at (ATSDR) and the prioritized needs of the
whol e DCE conpl ex for health assessnents to be perforned. DCE is using the results of
the Baseline Ri sk Assessnent for QU 1, which includes a Public Health Eval uation and an
Envi ronmental Eval uation, to nove forward with this renedial action.

Comment: Witten coments were received that expressed concern over vague | anguage
in the Proposed Plan regarding the conclusions in the RFMon the extent of
contam nation and the need for renmedial action at QU 1.

Response: The RFMreport, which is available for reviewin the Adm nistrative Record

and public reading roons, does definitively determne the need for further renedial action
at each IHSS in QU 1 and presents in detail the infonnation used to nmake those
determinations. The RFI/R concluded that only IHSS 119.1 contributes significantly to
groundwat er contam nati on and contains subsurface soil contam nation at |evels that

warrant a renedial action. Based on the data contained in the report, the RFI/R also

concl uded that the remainder of the IHSSs at QU 1 are already in a protective state (i.e.,do
not contribute significantly to groundwater contamni nation and do not contain contam nation
at levels that warrant a remedial action). Due to the limted scope of the Proposed Plan, a
summary of these conclusions and data was presented and references were nade to the

RFI/R in the Proposed Plan, rather than repeat in detail the infornation already presented
inthe RFI/R report. For the characterization of |HSS 104, the Proposed Plan only

referred to a revi ew of docunentati on. However, conclusions on the characterization of

I HSS 104 were al so based on investigation data, as presented in the RFI/R report.

Comment: A witten comment was received that expressed concern over the requirenent
inthe IAGto incorporate actions that are conpleted pursuant to CERCLA authority into the
Rocky Flats RCRA permit.

Response: RFCA now requires that CDPHE incorporate only final corrective action

decisions into the Rocky Flats RCRA permt in order to satisfy the requirenent to include a
corrective action elenment in the permt. In addition, RFCA states that activities required
under any concurrence CAD/ ROD (where both EPA and CDPHE concur with the

CADY ROD) will not require permts.

Comment: Witten coments were received that questioned whether RCRA |isted

hazar dous wastes were disposed at QU 1, based on the contam nants of concern that were
identified in the Proposed Pl an. The comment er questi oned whet her the excavated soi
shoul d be handl ed as a RCRA |isted hazardous waste

Response: Based on the RFM DCE does not have any infornmation to indicate that

spent sol vents, which woul d have been RCRA |isted hazardous wastes, were di sposed at
1. Rat her, the VOCs listed in the Proposed Plan were identified as contam nants of
concern based on sanpling and anal ysis of the groundwater and soil that was conducted at



QU 1 during the RFM DCE cannot conclusively say that these VOC contam nants are

the result of the disposal of spent solvents (i.e., RCRA |isted hazardous waste), therefore
t he RCRA hazardous waste |isting does not apply to the contam nants, and the soil does not
contain a listed hazardous waste.

The Renedi al Design will describe in detail how the excavated soil will be managed. At

this point, it is anticipated that the excavated soil, which itself is not a waste, would be
consi dered environnmental nedia containing hazardous constituents that exhibit a hazardous
waste characteristic for VOCs. The excavated sod would be treated in a thernal desorption
unit. Following this treatnent, the soil would be sanpled and anal yzed to verify the
successful renoval of VOCs fromthe excavated soil. At that point, the excavated soi

woul d no | onger contain hazardous constituents that exhibit a hazardous waste
characteristic. Therefore, |and disposal restrictions (LDR) and m ni mumtechnol ogi ca
requirenents (MIR) woul d not apply to the excavated soils

Comment: A witten question was received concerning the levels of radioactivity that
must be net before placenent of soils contam nated with radi onuclides is allowed.

Response: Information fromthe RFLRI for QU 1 indicates that radi onuclide

contamnation is not expected in the subsurface soils at QU 1. However, as required by
RFCA, a working group consisting of representatives fromDCE, EPA and the State of

Col orado are worki ng on devel oping site specific radionuclide clean-up and put-back |evels
for soil. The proposal by this working group will be available for public comment from
Septenber 1, 1996, through Cctober 4, 1996. A final decision on this issue is expected to
be nmade by Cctober 18, 1996
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| HSS

Nunber | HSS Nane

102 Q| Sludge
Pit Site

103 Chem ca
Burial Site

104 Li qui d
Dunpi ng
Site

105. 1. Qut - of -

105.2 Service Fue
a1l Tank
Sites

106 Qutfall Site

107 Hllside Ol
Leak Site

119. 1. Ml tiple

119.2  Solvent Spill
Sites

130 Radi oacti ve
Site - 800
Area # 1

145 Sanitary
Wast e Line
Leak

Table 1 I ndi vi dual Hazardous Substance Site Descriptions

Description

Approximately 40 x 70 ft# area |located approxinately 190 feet south of Building 881 where
30 to 50 drums of non-radioactive oily suldge were enptied in the late 1950s. The sl udge
was fromthe cleaning of two No.6 fuel oil tanks, designed as |HSSs 105.1 and 105.2, and
was backfilled when di sposal operations ceased

Approxi mately 50 feet in dianeter (2,000 ft# ), the pit is circular is shape, and is | ocated
approxi mately 150 feet southeast of Building 891 on 1963 serial photographs. Area was
reportedly used to bury unknown chem cal s.

Reportedly a former (pro-1969)Iiquid waste disposal pond in area cast of Building 881 - no
exact location or dinensions of pit - location is uncertain due to poor quality of 1965 aeria
phot ogr aph. Approxi mat e di nensions are 50 x 50 ft#

Located i nmedi ately south of Building 881, these were storage tanks for No. 6 fuel oil
Suspected | eaks in 1972. Tanks closed in place through filling with asbestos-containing
material and cenment. |HSS 107, the Hillside Ol Leak Site, nmay have been caused by | eakage
fromthese tanks

Overflow line fromthe sanitary sewer sunp in Building 887. The outfall was used for

di scharge of untreated sanitary wastes in the 1950s and 1960s. Due to concern about

di scharges fromthe outfit entering Wwman Creek, several small retention ponds and an
interceptor ditch were built in 1955 and 1979, respectively, to divert the outfill water to
Pond C- 2.

Site of 1972 fuel oil spill EromBuilding 881 foundation drain outfall. A concrete skinmng
pond was built bel ow the foundation drain outfall to contain the oil flowing fromthe
foundation drain, and an interceptor ditch was constructed to prevent oil-contam nated water
from reachi ng Woman Creek.

Former drum storage areas cast of Building 881 along the southern perinmeter road. [|HSS
119.1 is the larger western drum and scrap netal storage area, and appears to have contai ned
nostly druns in the southern part of the IHSS and nostly scrap nmetal in the northern part.

al though material was noved around frequently as docunented by aerial photographs. |HSS
119.2 is the snaller eastern drum and scrap nmetal storage area and appears to have contai ned
nostly scrap netal. The druns contai ned unknown quantities and types of solvents and
wastes. The scrap netal may have been coated with residual oils and/or hydraulic cool ants.

Area east of Building 881. Used between 1969 and 1972 to di spose of soil and asphalt

contam nated with low |l evels of plutoniumand uranium |HSS 130 is referred to as the
Contami nated Soil Disposal Area Fast of Building 881 in the HRRto better match the history
of waste disposal; the site is included in the discussion of the 900 area at RFETS in that
report. |HSS 130 contains approximately 320 tons or 250 cubic yards which came fromthree
sources: 1) plutoniumcontam nated sod and asphalt, placed in Septenber of 1969, 2) road
asphalt and roil rad contam nated by [eaking drumin transit and 3) 60 cu. yds. of plutonuim
contaminated soil renmoved fromaround the Building 774 process waste tanks in 1972

Si x-inch cast-iron sanitary sewer line that originates at the Building 887 Iift station and that
| eaked on the hillside south of Building 881. The |line had conveyed sanitary wastes and | ow
| evel radioactive laundry effluent to the sanitary treatnment plant from about 1969 to 1973.



Table 2: Summary of Contami nants at QUL

Sur f ace Subsur f ace Surface Water/
Soi | Soi | G oundwat er Seeps Sedi nent s

I norgani ¢ Anal ytes

Sel eni um X

Vanadi um X

Pl ut oni um x* x* Xx* X *
Aneri ci um X x* Xx* Xx*
Ur ani um X* X*

Vol atil e Organi c Conpounds

1,1, 1-Tri chl or oedt ane
Tri chl or oet hene

Tet rachl or oet hene
Carbon Tetrachl ori de
1, 2- Di chl or oet hane
Chl orof orm

1,1 -D chl oroet henc

1, 2- Di chl or oet hene
cis- 1, 2-Dichloroet hene
1,1, 2-Tri chl or oedmm
1, 1- D chl or oet hane
Tol uene

Total Xyl enes

X X X X X X X
X X X

XX XXX XXXXXX

x
x
x

Semivol atil e Organi ¢ Conpounds

Pol ynucl ear Aromatic X X X
Hydr ocar bons

Arocl or- 1254 X X
Arocl or-1248 X

* Presence in these nedia is based on hot spot data.
** Presumed to be present as a contam nant of these medi a because of the w despread nature of the contam nation originating from
an off-site source.
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4387
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3: Summary of VOC Concentrations in Goundwater, IHSS 119.1, 1987-1995

No

Wl | 0587 had 12 ug/L TCE on (8/92),

Conpound Range of Concentrations (ug/L)

CCL -4 5U - 2,800

1, 1- DCE 500U - 48, 000

TCA 1,220 - 30,250

PCE 430 - 13,200

TCE 1,500 - 72,000

CCL -4 2, 500E - 5,000

1, 1- DCE 423 - 120

TCA 50U - 390

PCE 100U - 49

TCE 790 - 3,600

CCL -4 46 - 2,600

1, 1- DCE 2U - 12

TCA 3.2 - 20

PCE 14 - 590

TCE 220 - 9,500

CCL -4 40U - 2,100
1, 1- DCE 1,400 - 11, 000
TCA 1,700 - 20,000
PCE 61 - 7,590
TCE 100 - 15,540
CCL -4 0.2uU

1, 1- DCE 0.2uU

TCA 0.1U

PCE 0.1U - 7.1B
TCE 0.1U - 1.3
CCL -4 0.lU- 0.2

1, 1- DCE 0.2U

TCA 0.1U

PCE 0.1U - 16

TCE 0.1U - 3.3

CCL -4 0.1

1, 1- DCE 0.68 - 6

TCA 0.4 - 2

PCE 1-3

TCE 5U - 1100

33691, and 38291 were not sanpl ed.

limt.

B=appeared in nethod bl ank

wel |

33491 had | ug/L TCE (11/94),
U=not detected at or above nethod detection

E=esti mat ed val ue, and J=esti mat ed

and wel ls

val ue



Summary of VOC Physical Characteristics

Conpound Solubility Specific Density Log K, Henry's Law
(my/ L) (205) Cct anol Vater Const ant
(g/ cc) Coef fi ci ent (at m n8/ nol )
CCL4 800 1.59 2.83 0. 0302
1, 1- DCE 400 1.22 2.13 0. 021
TCA 1360 1.34 2.47 0.018
PCE 150 1.62 2.60 0.0153
TCE 1100 1.46 2.53 0. 0091

Conpi |l ed from Cohen, R M. Mercer, J.W, and Mathews, J., 1993. DNAPL Site Evaluation: C K Smoley, Publisher.
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Departnent of Energy

ROCKY FLATS FI ELD COFFI CE
P.Q BOX 928
GOLDEN, COLORADO 80402- 0928

97- DCE- 05168

M. Ti m Rehder, Manager

Rocky Fl ats Project

U S. Environnental Protection Agency, Region VIl
999 18th Street, Suite 500

Denver, Col orado 80202- 2466

M. Joseph Schieffelin, Permtting and Conpliance Unit Leader
Federal Facilities Program

Hazardous Materials and Waste Managerent Division

Col orado Departnent of Public Health and Environment

4300 Cherry Creek Drive South

Denver, Col orado 80222- 1530

Dear M. Rehder and M. Schieffelin:
Encl osed is a copy of the final Corrective Action Decision/Record of Decision for Qperable
Unit 1, 881 Hillside, including the signatures of all parties, for your records. Thank you

for your cooperation during the finalization of this inportant decision docunent.

I f you have any questions, please contact Sandi MaclLeod at 966- 3367.

<I MG SRC 97195G

Encl osure

cc w Enc:

G Kl eeman, EPA

C. Spreng, CDPHE
Adm ni strative Record

cc wo Enc:

J. Legare, AVEC, RFFO
S. MaclLeod, ERWM RFFO
N. Castaneda, ERW RFFO
J. Rampe, PLD, RFFO

T. Howel |, OCC, RFFO

A. Sieben, KH



